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Date of inspection:

Type of inspection:

Report no:

23/7/2025

Name of customer 

Company 

Installation supervisor

D. Johnson

23/7/2025

Ex "d" Pressure-resistant

9104

Responsible inspector

This form refers to the NEN - EN - IEC 60079-17:2014

Centix Demonstration Ltd.

Close

Inspector's signature

Report no. 9104

Approval Coordinator



Inspection
code

Description Status
Error
code

Note

1A01
The equipment is suitable for the equipment protection level
(EPL)/ site hazard zone requirements

Yes

1A02 The equipment group is correct Yes

1A03 The temperature class of  the equipment is correct (for gas only) Yes

1A05
The degree of  protection (IP value) of  the material is suitable for
the protection level/group/conductivity

Yes

1A07 The marking of  the flow chain at the material is in place Yes

1A08
Casing, glass parts and glass-to-metal sealing gasket and/or
filling compound are in order

Yes

1A10 There is no indication of  unauthorised changes Yes

1A11.1
Bolts, cable entries (direct and indirect) and blind plugs are of
the correct type, complete and tightened to the object

Yes

1A12.1
Threaded covers on casings are of  the correct type, properly
tightened and secured to the object

Yes

1A25 Breathing and moisture removal facilities are satisfactory Yes

1A27 HID lamps do not indicate EOL effects (end-of-life effects) Yes

1A30 The ventilation airflow is not obstructed Good
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EX Pressure-resistant
Equipment

Close
Form : A

Error indication:
Repair urgency: 
A = acute error 
B = major error 
C = well error not urgent 
D = advice

recover immediately
repair at short notice 
restore on occasion
HSE technical

Cause of error: 
1 = incidental error 
2 = design error 
3 = procedural error

repair without further action 
repair and adjust design 
repair and adjust procedure
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EX Pressure-resistant
Installation

Close
Form : B
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Inspection
code

Description Status
Error
code

Note

1B02 There is no obvious damage to cables Good

1B03
The sealing of  cable trays, shafts, pipes and/or installation tubes
is sufficient

Good

1B06.2
Earth connections, including all connections for additional
protective equalisation are in order (visual check)

Yes

1B12
Obstacles near pressure-resistant flange couplings comply with
IEC 60079-14

Yes

1B13
Variable voltage and frequency of  the system correspond to the
documentation

Yes

1B16 The setting of  the safety switch-off  device is sealed No B Major error

1B17
Reset of  a safety switch-off  device of  a heating system only
possible with tools

Yes

1B18 Automatic reset is not possible Good

Error indication:
Repair urgency: 
A = acute error 
B = major error 
C = well error not urgent 
D = advice

recover immediately
repair at short notice 
restore on occasion
HSE technical

Cause of error: 
1 = incidental error 
2 = design error 
3 = procedural error

repair without further action 
repair and adjust design 
repair and adjust procedure
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EX Pressure-resistant
Environment

Close
Form : C
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Inspection
code

Omschrijving Status
Error
code

Note

1C01
The equipment is adequately protected against corrosion,
weather, vibration and other adverse factors is secured

Yes

1C02 There is no unwanted accumulation of  dust and dirt Good

Error indication:
Repair urgency: 
A = acute error 
B = major error 
C = well error not urgent 
D = advice

recover immediately
repair at short notice 
restore on occasion
HSE technical

Cause of error: 
1 = incidental error 
2 = design error 
3 = procedural error

repair without further action 
repair and adjust design 
repair and adjust procedure
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Summary Inspection NEN - EN - IEC 60079-17:2014

Object :

Location :

Prepared/inspected by: 

Inspection date : 

Distribution list:

Type of Inspection :
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D. Johnson

23/7/2025

125 976 
EX-d Electric motor - extra quiet

Report no. 9104

Ex "d" Pressure-resistant

Question
code

Description
Error
code

Note

1B16 The setting of  the safety switch-off  device is sealed B Major error

Error indication:
Repair urgency: 
A = acute error 
B = major error 
C = well error not urgent 
D = advice

recover immediately
repair at short notice 
restore on occasion
HSE technical

Cause of error: 
1 = incidental error 
2 = design error 
3 = procedural error

repair without further action 
repair and adjust design 
repair and adjust procedure


